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Conductive polyurethane finish for easy 
maintenance

No adhesive or copper foil underlayment 
required

No copper grid required

Interlocks provide tile-to-tile electrical 
connection

FreeStyle ESD™ Classic X, manufactured by 
StaticStop, a division of SelecTech Inc., offers 
exceptional performance with options for static 
dissipative or conductive Meg-Ohm ratings. 
Designed for easy installation, it requires no 
conductive adhesives. Featuring an advanced 
conductive vinyl and a robust conductive 
polyurethane finish that ensures long-lasting 
durability and effortless maintenance.

Freestyle ESD    Classic X - Key AdvantagesTM

FreeStyle ESD™  Classic X
Interlocking Static Control Floor Tiles

Off White

Grey

Steel Blue

WAX

Conductive Connected Grounded

FreeStyle ESD™ Classic X is the WORLD’S FIRST and ONLY Free-Floating, Static 
Control Flooring System Utilizing a Patented “Hidden Zipper-Lock” Connection.

Also Available as a Glue Down Tile

Install over existing floors

Eliminate downtime
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Solvent/Stain Resistance

FreeStyle ESD™ Classic X has been tested for solvent/stain 
resistance per ASTM F-925-96 against a number of fluids, such as 
oils, acids, solvents, and staining agents.

Thanks to its advanced ESD polyurethane coating, FreeStyle ESD™ 
Classic X is far easier to maintain than traditional ESD floors. To 
protect both its appearance and electrical performance:

For detailed maintenance programs, visit www.StaticStop.com.

Regular Maintenance

Follow a regular cleaning schedule using standard neutral 
cleaners.

Avoid spray-buffing or polishing programs - FreeStyle ESD™ 
Classic X maintains its true no-wax surface.

Occasional deep cleaning may be performed with 
auto-scrubbers using approved pads and solutions.

All floors listed in the Finish Schedule shall be StaticStop™ FreeStyle 
ESD™ Classic X Resilient Flooring, manufactured by SelecTech, Inc., 
Avon, MA. The flooring:

Architectural Specifications

Complies with ANSI/ESD S20.20 standards.

Demonstrates an electrical resistance of 2.5 x 104 to 1 x 106 Ohms 
for conductive (CON) applications, and 1 x 106 to 1 x 109 Ohms for 
static-dissipative (DIS) applications (per ANSI/ESD 7.1).

Must be installed in accordance with the Freestyle ESD Classic X 
Installation Guide, found at www.StaticStop.com.

Conductive Connected Grounded

PHYSICAL PROPERTIES

FORMAT

Effective Coverage

Weight

Critical Radiant Flux ASTM F-648

Smoke Density ASTM E-662

Chemical Resistance ASTM F-925

ELECTRICAL PROPERTIES

Electrical Resistance
ESD STM7.1 at 12% and 50% RH

Body Voltage Generation
ESD STM 97.2 at 12% RH

TILE

Conductive Dissipative

Dimensions 18.5” x 18.5” x 2mm

2.38 sq. ft. per Interlocking Tile

Thickness 0.34”

Reference Specification ASTM F-1700 Conforms

5.4 lbs

> 1.0 W/cm2
Meets Class I Fire Rating

≥ 450

Excellent resistance to acids, 
alkalis, household chemicals

Recycled Content Minimum 20%
Post-Industrial Materials

2.5 to 104 to 
106 Ohms

106  to 1.0 x
109 Ohms

< 50 Volts < 100 Volts

Limited 10-Year Warranty 

FreeStyle ESD™ Classic X is a durable floor covering backed by a 
lifetime electrical and 10-Year limited wear warranty. See our 
Manufacturer’s Limited Warranty for Modular Tiles, found at 
www.StaticStop.com 

Installation

FreeStyle ESD™ Classic X is a free-lay tile system; no adhesives 
required.

Comprehensive step-by-step installation guides are available for 
download at www.StaticStop.com.

Installation tools: Use a plastic deadhead hammer or carpet 
seam roller to join tiles.

Cutting Methods: Cut with a vinyl-tile cutter, circular saw, jig saw, 
or other power saws.

Subfloor compatibility: Can be installed over concrete, wood, 
rubber, vinyl, composite tiles, low pile carpet, and other standard 
floors.

Expansion allowance: Leave a 3/8” gap around the perimeter for 
expansion and contraction.

ESD requirement: Floor must be properly grounded to ensure 
correct discharge of static charges

ANSI/ESD 20.20: Complies

Grounding: Concrete Floor: Every 1000 Sq. Ft.

Access Floor: Every 3000 Sq. Ft.

©2026 SelecTech, Inc. All Rights Reserved.www.StaticStop.com



FreeStyle ESD™ PLUS
Interlocking Static Control Floor Tiles

FreeStyle ESD™ PLUS is a Free-Floating ESD Flooring System with a patented hidden 
interlock PLUS an advanced polyurethane surface for easy maintenance.

Don’t see a color you like? Ask about our extensive custom color options.

Top Surface Also available as a glue-down sheet.

Interlocking Tabs Make Installation A Snap:

No Adhesive or Copper Foil Required

No Copper Grid Required

Interlocks Provide Tile-to-Tile Electrical Connection 
Install Over Existing Floors

Eliminate Downtime

Advanced Polyurethane Surface for Easy Maintenance

FreeStyle ESD™ PLUS manufactured by 

StaticStop.com, a division of SelecTech, is available in 

static dissipative or conductive Meg-Ohm ratings and 

is easy to install without the need for conductive 

adhesives or copper foil. FreeStyle ESD™ PLUS has a 

state of the art polyurethane surface that provides 

best in class maintainability.

Conductive Connected Grounded

Blizzard Asteroid

Oasis Apollo

©2026 SelecTech, Inc. All Rights Reserved.www.StaticStop.com



Warranty

FreeStyle ESD™ PLUS is manufactured to provide a durable and long- 

lasting floor covering under a range of temperature and exposure 

conditions. It is backed by a Lifetime Electrical and 10-Year limited warranty 

against wear. See our Manufacturer’s Limited Warranty for Modular Floor 

Tiles for more detailed information.

Installation-Interlocking
FreeStyle ESD™ PLUS is a 18.5" square (2.38 sq. ft./tile) interlocking floor 

tile. A plastic deadhead hammer or a carpet seam roller should be used for 

joining these products. Tiles can be cut using a vinyl-tile cutter, circular saw, 

jig saw, or other power saws. FreeStyle ESD™ PLUS is a free-lay system and 

does not require the use of adhesives. 

FreeStyle ESD™ PLUS may be installed over concrete, wood, asbestos tile, 

rubber, vinyl, composite tiles, and other standard floors. A 3/8" gap around 

the perimeter and along any other vertical surface should be left to allow 

for expansion and contraction. The floor must be grounded properly to 

ensure proper discharge of static charges. For more detailed instructions, 

consult the FreeStyle Installation Guide.

Regular Maintenance
FreeStyle ESD™ PLUS is easy to clean and maintain. The tiles should be 

cleaned with an ESD cleaner. We recommend our ProtectOhm cleaner for 

best results. The tiles can be cleaned by hand using a mop or sponge. A 

power scrubber or buffer can also be used to clean particularly tough stains 

and soiling.

Installation-Gluedown
FreeStyle ESD™ PLUS is also available in top-sheet-only for direct glue down 

using a conductive adhesive. For glue down installation, the surface must be 

properly prepared and free of moisture, dirt, oils, and other foreign materials 

to ensure a reliable bond with the adhesive. For additional information on 

our glue-down products see our Ground Floor ESD™ Classic, Ground Floor 

ESD™ PLUS, or Ground Floor ESD™ Designer Series brochures.

Architectural Specifications
All floors shown in the Finish Schedule or listed in this specification shall be 
FreeStyle ESD™ PLUS Resilient Flooring, manufactured by SelecTech, Inc. 
Avon, MA. The product should comply with ANSI ESD S 20.20 and have an 
electrical resistance of between 2.5 x 104 and 1 x 106 Ohms for conductive 

flooring applications and 1 x 106 to 1.0 x 109 Ohms for static dissipative 

applications as measured pursuant to ANSI/ESD 7.1. The product shall be an 
interlocking floor tile and be available in 18.5" x 18.5" squares (nominal). This 
product shall offer a lifetime electrical and 10 year limited wear warranty as 
detailed in our Manufacturer’s Limited Warranty. The tiles shall be installed as 

a free-lay product without adhesives. Installation shall be as recommended in 

the FreeStyle ESD™ PLUS Installation Guide.

Solvent/Stain Resistance
FreeStyle ESD™ PLUS has been tested for solvent/stain resistance per 
ASTM F-925-96 against a number of fluids, such as oils, acids, solvents, and 
staining agent.

For more information contact:

StaticStop (a division of SelecTech, Inc.)

33 Wales Ave, Unit F, Avon, MA. 02322

Phone: (877) 738 - 4537

E-mail: info@staticstop.com

Visit our ESD website at: www.StaticStop.com

Physical Properties

Dimensions of Interlocking 18.5” x 18.5”

Thickness of Interlocking 0.34”

Effective Coverage

Weight of Interlocking

Reference Specification
ASTM F-1700

2.38 sq. ft. per
Interlocking Tile

5.4 lbs

Conforms

> 1.0 W/cm2

Meets Class I Fire Rating

≥ 450

Excellent resistance
to Acids, Alkalis,

Household Chemicals

Minimum 20%
Post-Industrial Materials

Critical Radiant Flux
ASTM E-648

Smoke Density
ASTM E-662

Chemical Resistance
ASTM F-925

Recycled Content

Electrical Properties

FreeStyle ESD
DISSIPATIVE

Electrical Resistance
ESD STM7.1 at 12%

and 50% RH

106 to 1.0 x
109 Ohms

< 100 volts

FreeStyle ESD
CONDUCTIVE

2.5 to 104 to
106 Ohms

< 50 volts
Body Voltage Generation*
ESD STM 97.2 at 12% RH

ANSI/ESD S 20.20: Complies

Grounding: Concrete Floor: Every 1000 Sq. Ft;

Access Floor: Every 3000 Sq. Ft.

*All conductive flooring (regardless of composition or

manufacturer) requires appropriate conductive footwear to

achieve results in this range.

Conductive Connected Grounded

©2026 SelecTech, Inc. All Rights Reserved.www.StaticStop.com



Summer Sky 2

Night Sky 2

Coastal Fog 2

Sandbox 2

Moss 2

Quarry Sand 2

FreeStyle ESD™ Designer Series
Static Control Floor Tiles

FreeStyle ESDTM Designer Series is a Free-Floating ESD Flooring System with a 

Patented Hidden Interlock PLUS an advanced polymer surface for Easy Maintenance.

Don’t see a color you like? Ask about our extensive custom color options.

Interlocking Tabs Make Installation A Snap:

No Adhesive or Copper Foil Required

No Copper Grid Required

Interlocks Provide Tile-to-Tile Electrical Connection

Install Over Existing Floors

Eliminate Downtime

FreeStyle ESDTM Designer Series manufactured by 

StaticStop, a division of SelecTech Inc, is easy to install 

without the need for conductive adhesives or copper 
foil. FreeStyle ESDTM Designer Series has a state of 

the art finish that provides best in class maintainability.

www.StaticStop.com ©2026 SelecTech, Inc. All Rights Reserved.Complies with requirements of ANSI/ESD 20.20

Conductive Connected Grounded



Limited 10-Year Warranty
FreeStyle ESD™ Designer Series is manufactured to provide a durable and 
long-lasting floor covering under a range of temperature and exposure 
conditions and is backed by a Lifetime warranty for electrical properties 
and a 10-Year limited warranty against wear. See our Manufacturer’s 
Limited Warranty for Modular Tiles for more detailed information.

Installation-Interlocking
FreeStyle ESD™ Designer Series is a 18.5” square (2.38 sq. 18.5 ft. / tile) 
interlocking floor tile. A plastic deadhead hammer or carpet seam roller 
should be used for joining these products. Tiles can be cut using a
vinyl-tile cutter, circular saw, jig saw, or other power saws. FreeStyle ESD™ 
Designer Series is a free-lay system and does not require the use of 
adhesives. FreeStyle ESD™ Designer Series may be installed over 
concrete, wood, asbestos tile, rubber, vinyl, composite tiles, and other 
standard floors. A 3/8" gap around the perimeter should be left to allow 
for expansion and contraction. The floor must be grounded properly to 
ensure proper discharge of static charges. For more detailed instructions, 
consult the FreeStyle Installation Guide.

Regular Maintenance
FreeStyle ESD™ Designer Series is easy to clean and maintain. The tiles 
can be cleaned with standard neutral cleansers. We recommend our 
ProtectOhmTM cleaner for best results. The tiles can be cleaned by hand 
using a mop or sponge. A power scrubber or buffer can also be used to 
clean particularly tough stains and soiling.

Installation-Gluedown
FreeStyle ESDTM Designer Series is also available in top-sheet-only for 
direct glue down using a conductive adhesive. For glue down installation, 
the sub-floor must be properly prepared and free of moisture, dirt, oils, 
and other foreign materials to ensure a reliable bond with the adhesive. 
For additional information on our glue-down products see our 
GroundFloor ESD™ Classic, GroundFloor ESD™ Plus, or GroundFloor ESD™ 
Designer Series Brochures.

Architectural Specifications
All floors shown in the Finish Schedule or listed in this specification shall be 

FreeStyle ESD™ Designer Series Resilient Flooring, manufactured by SelecTech, Inc. 

Avon, MA. The product should comply with ANSI ESD S 20.20 and have an electrical 

resistance of between 2.5 x 104 and 1 x 106 Ohms for conductive flooring applications 

and 1 x 106 to 1.0 x 109 Ohms for static dissipative applications as measured pursuant 

to ANSI/ESD 7.1. The product shall be an interlocking floor tile and be available in 

18.5" x 18.5" squares (nominal). This product shall offer a lifetime electrical and 10 year 

limited wear warranty as detailed in our Manufacturer’s Limited Warranty. The tiles 

shall be installed as a free-lay product without adhesives. Installation shall be as 

recommended in the FreeStyle ESD™ Designer Series Installation Guide.

Solvent/Stain Resistance
FreeStyle ESD™ Designer Series has been tested for solvent/stain resistance per 

ASTM F-925-96 against a number of fluids, such as oils, acids, solvents, and staining 

agent.

For more information contact:

StaticStop (a division of SelecTech, Inc.)

33 Wales Ave, Unit F, Avon, MA. 02322

Phone: (877) 738 - 4537

E-mail: info@staticstop.com

Visit our ESD website at: www.StaticStop.com

Physical Properties
Dimensions of Interlocking 18.5” x 18.5”

Thickness of Interlocking 0.34”

Effective Coverage

Weight of Interlocking

Reference Specification
ASTM F-1700

2.38 sq. ft. per
Interlocking Tile

5.4 lbs

Conforms

> 1.0 W/cm2

Meets Class I Fire Rating

Excellent resistance
to Acids, Alkalis,

Household Chemicals

Minimum 20%
Post-Industrial Materials

Critical Radiant Flux 
ASTM E-648

Chemical Resistance
ASTM F-925

Recycled Content

Electrical Properties
FreeStyle

DISSIPATIVE

Electrical Resistance
ESD S7.1 at 15% RH 106 to 1.0 x 109 Ohms

< 100 voltsElectrostatic Propensity*
ESD STM 97.2 at 15% RH

ANSI/ESD S 20.20: Complies

Grounding: Concrete Floor: Every 1000 Sq. Ft;
Access Floor: Every 3000 Sq. Ft.

*All conductive flooring (regardless of composition or

manufacturer) requires appropriate conductive footwear to

achieve results in this range.

Conductive Connected Grounded

©2026 SelecTech, Inc. All Rights Reserved.www.StaticStop.com



SelecTile ESD™
Interlocking Static Control Floor Tiles

Conductive Connected Grounded

SelecTile ESD™, manufactured by StaticStop, is available in Static 

Dissipative or Conductive Meg-Ohm resistance ratings and is easy 

to install without the need for conductive adhesive, copper foil 

strips, or underlayment.

SelecTile ESD™ is designed specifically for forklift, pallet jack, 

heavy load equipment, and server rack environments, and is 

rugged, durable, and versatile enough for a variety of installations.

SelecTile ESD™ Offers

� Free-lay flooring concept

� Durability for high commercial traffic volumes

� High indent resistance to withstand heavy loads

� Comfort under foot

� 10 year Commercial Warranty

� Lifetime Electrical Warranty

SelecTile ESD™ and LEED™

� Minimum 90% Recycled Content

� 100% Recyclable

� Take Back Program

ESD Environments

� Electronics Manufacturing

� Pick & Place / Reflow / Wave Solder / SMT

� Hardware Repair Rooms

� Shipping / Receiving / Loading Docks

� Stock / Parts / Inventory Supply Rooms

Mission Control

� Raised Access Floor Environments

� Central Apparatus / Master Control / Server Rooms

� Federal / State / Municipal Operations Centers

� Command - Control / Emergency Operation Centers

� Security Shelters and Guard Booths

� Airports

� Equipment and Test Repair Zone

www.StaticStop.com ©2026 SelecTech, Inc. All Rights Reserved.Complies with requirements of ANSI/ESD S 20.20

SelecTile ESD™ is easily installed over problem subfloors including:

� Concrete with high moisture emissions

� Cracked and stained concrete

� Covers old flooring, including low pile carpeting
� Minimal down-time, disruption, or loss of productivity

Custom colors available — 4,000 sq. ft. minimum.

Electrostatic Properties

SelecTile ESD™

DISSIPATIVE

Electrical Resistance
ESD STM 7.1 at 12% and 50% RH 1 x 106 to 1 x 109 Ohms

< 50 volts

SelecTile ESD™

CONDUCTIVE

< 1.0 x 106 Ohms

< 20 volts
Electrostatic Propensity*
ESD STM 97.2 at 12% RH

ANSI/ESDA S20.20: Compliant

Grounding: Concrete Floor: Every 1000 Sq. Ft;

Access Floor: Every 3000 Sq. Ft.

*All conductive flooring (regardless of composition or manufacturer) requires

appropriate conductive footwear to achieve results in this range.

Interlocking Tabs 

No Adhesives or Copper Foil Required

Colors

Black Gray Dark Gray Blue



Solvent/Stain Resistance
SelecTile ESD™ has been tested for solvent/stain resistance per 

ASTM F925 against a number of fluids, such as oils, acids, 

solvents, and staining agents. The tiles showed no change 

(surface attack, color change, & surface dulling) to the following:

www.StaticStop.com ©2026 SelecTech, Inc. All Rights Reserved.

Conductive Connected Grounded

Product Specifications

Dimensions 24” x 24”

Thickness 0.22”

Weight

Reference Specification
ASTM F-1306

6 ± 0.1 lbs / tile

Connection Interlocking Edges

Effective Coverage 3.92ft2 / tile

Exceeds Requirement

≥ 0.45 W/cm2

Meets Class I Fire Rating

≤ 450

0.7 - 0.8
(depending on surface)

Minimum 90%
Post-Industrial Materials

Critical Radiant Flux
ASTM E-648

Smoke Density
ASTM E-662

Coefficient of Friction
ASTM D-2047

conforms to ADA specifications

< 0.4 grams weight loss
Abrasive Resistance

ASTM TABER METHOD
600 gram wheel - 1,000 cycles

For more information contact:

StaticStop (a division of SelecTech, Inc.)

33 Wales Ave, Unit F, Avon, MA. 02322

Visit our ESD website at: www.StaticStop.com

Phone: (508) 583-3200

E-mail: info@staticstop.com

Surface
Attack

Fluid Substances
Color

Change
Surface
Dulling

5% Acetic Acid No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

No Effect

Acetone

28% Ammonia

Animal Blood

Carbon Tetrachloride

Chloroform

Cotton Seed Oil

95% Ethyl Alcohol

Ethyl Acetate

37% Formaldehyde

Gasoline

30% Hydrogen Peroxide

Methanol

Mineral Oil

0.5% Muriatic Acid

50% Sodium Hydroxide

98% Sulfuric Acid

Tallow

2% Tincture of Iodine

Trichloroethylene

Limited 10-Year Warranty
SelecTile ESD™ is manufactured to provide a durable and long- lasting floor 

covering under a range of temperature and exposure conditions. It is 

backed by a Lifetime Electrical and 10-Year limited warranty against wear. 

See our Manufacturer’s Limited Warranty for Modular Floor Tiles for more 

detailed information.

Installation
SelecTile ESD™ is a 23.75" x 23.75" (3.92 ft2/tile) interlocking floor tile 

available with a 24” x 2” interlocking transition strip and 2” x 2” corners. A 

deadblow hammer should be used for joining these products. Tiles can be 

cut using a utility knife, vinyl-tile cutter, or jig saw. SelecTile ESD™ is a 

free-lay system and does not require the use of adhesives. SelecTile ESD™ 

may be installed over concrete, wood, asbestos tile, rubber, vinyl composite 

tiles, low pile carpet, and other standard floors. A 3/8" gap around the 

perimeter should be left to allow for expansion and contraction. The floor 

must be grounded properly to ensure proper discharge of static charges. 

For more detailed instructions, consult the SelecTile™ Commercial and ESD 

Installation Guide.

Regular Maintenance
SelecTile ESD™ is easy to clean and maintain. The tiles should be cleaned 

using StaticStop ProtectOhm or other pH neutral cleaners. Tiles can be

cleaned by using a damp mop. An electric floor scrubber or buffer can also 

be used to clean particularly tough stains and soiling.

Architectural Specifications
All floors shown in the Finish Schedule or listed in this specification shall be 
SelecTile ESD™ Resilient Flooring, manufactured by SelecTech, Inc.

Avon, MA. The product should comply with ANSI/ESDA S20.20 and have an 
electrical resistance of between 2.5 x 104 and 1 x 106 Ohms for conductive 

flooring applications and 1 x 106 to 1.0 x 109 Ohms for static dissipative 

applications as measured pursuant to ANSI/ESDA STM7.1. The product shall 

be an interlocking floor tile and be available in 23.75" x 23.75" squares 

(nominal). The product shall offer a 10 year limited warranty against wear as 

detailed in the Manufacturer’s Limited Warranty of Modular Floor Tiles. 

The tiles will be installed as a free-lay product without adhesives.

Installation shall be as recommended in the SelecTile™ Commercial and ESD

Installation Guide.

Conveniently Configured with Edging for Mats

Recycled Content

Static Load Resistance
ASTM F970

700 psi



GroundFloor™ ESD Classic X is the next generation of glue-down ESD 
vinyl tile. Featuring our advanced ESD Polyurethane coating, 
GroundFloor™ ESD Classic X delivers lifetime electrical performance 
with unmatched durability, stain resistance, and ease of maintenance.

Unlike traditional finishes that rely on aggressive rotary cleaning or 
spray-buff programs, GroundFloor™ ESD Classic X maintains its 
“no-wax” finish through a simple maintenance routine — reducing 
downtime, lowering costs, and keeping facilities looking their best.

Engineered with a rugged polymer formulation and “top-to-bottom” 
conductive pathways, GroundFloor™ ESD Classic X ensures perma-
nent conductivity and long-term reliability in mission-critical environ-
ments. It’s the ideal choice for electronics manufacturing, laborato-
ries, data centers, and other ESD-sensitive areas.

True No-Wax Surface – Maintains long-term appearance and ESD 
protection without spray-buff or polish programs.

Simplified Maintenance – Requires only routine cleaning, eliminat-
ing the need for costly, ESD wax or aggressive rotary floor care.

Lifetime Electrical Warranty – Permanent conductive performance 
built into the tile, not dependent on topical coatings.

Durable & Chemical Resistant – Withstands heavy traffic and 
resists stains, oils, and solvents.

Cost-Effective Alternative – Lower lifetime maintenance costs 
compared to conventional ESD flooring systems.

GroundFloorTM ESD Classic X glue down vinyl tile provides lasting ESD protection 
with an ESD Polyurethane factory-applied coating and lifetime electrical properties.

GroundFloorTM ESD Classic X glue-down vinyl comes in 3 stock colors and
2 tile sizes (18.5” and 24”) and 2 thicknesses (2mm & 3mm) to meet your requirements. 

GroundFloorTM ESD Classic X - Key Advantages

GroundFloor™ ESD Classic X

Off White

Grey

Steel Blue

Complies with requirements of ANSI/ESD S20.20www.StaticStop.com 2025 SelecTech, Inc. All Rights Reserved.c

WAX

Conductive Connected Grounded



GroundFloor™ ESD Classic X is designed for direct glue-down installation.
To ensure a reliable bond and optimal performance:

Thanks to its advanced ESD polyurethane coating, GroundFloor™ ESD Classic X is 
far easier to maintain than traditional ESD floors. To protect both its appearance 
and electrical performance:

All floors listed in the Finish Schedule shall be StaticStop™ GroundFloor™ ESD 
Classic X Resilient Flooring, manufactured by SelecTech, Inc., Avon, MA. The 
flooring must:

For detailed maintenance programs, visit www.StaticStop.com.

Comprehensive step-by-step installation guides are available for download at 
www.StaticStop.com.

Installation

Regular Maintenance

Architectural Specifications
Standards Compliance

GroundFloor™ ESD Classic X is manufactured and tested 

to meet the most recognized industry standards for both 

safety and static control. The product fully complies with 

ANSI/ESD S20.20 and is 3rd party verified using 

ANSI/ESD STM7.1 (resistance) and ANSI/ESD STM97.2 

(walking voltage) with approved footwear to ensure 

consistent performance.

In addition, Classic meets or exceeds the following ASTM 
performance requirements:

GroundFloorTM ESD Classic X
PHYSICAL PROPERTIES

FORMAT

Dimensions

Weight

Square Feet Per Tile

Square Feet Per Carton

Cartons Per Pallet 

ELECTRICAL PROPERTIES

Resistance, Ohm per ESD STM 7.2

Walking Voltage, Volts per ESD STM 97.2

TILE

18.5” x 18.5” x 2mm

1.9 lbs

2.38 sq ft

47.6 sq ft/carton

60 cartons

2.5 x 104  to <1 x 106

< 50 Volts

TILE

24” x 24” x 3mm

4.8 lbs

4 sq ft

68 sq ft/carton

40 cartons

2.5 x 104  to <1 x 106

< 50 Volts

TILE

24” x 24” x 2mm

3.2 lbs

4 sq ft

100 sq ft/carton

40 cartons

2.5 x 104  to <1 x 106

< 50 Volts

Comply with ANSI/ESD S20.20 standards.

Demonstrate an electrical resistance of 2.5 x 104 to 1 x 106 Ohms for conductive 
(CON) applications, and 1 x 106 to 1 x 109 Ohms for static-dissipative (DIS) applica-
tions (per ANSI/ESD 7.1).

Provide both a lifetime electrical warranty and a 10-year limited wear warranty.

Be installed in accordance with the GroundFloor™ ESD Classic X Installation Guide. 

The subfloor must be clean, dry, smooth, and free of dust, oils, and contaminants.

A copper grounding strip is required for every 1,000 square feet of installed tile.

Follow StaticStop's approved adhesives and procedures for best results.

Follow a regular cleaning schedule using standard neutral cleaners.

Avoid spray-buffing or polishing programs - GroundFloor™ ESD Classic X 
maintains its true no-wax surface.

Occasional deep cleaning may be performed with auto-scrubbers using 
approved pads and solutions.

ASTM F150 - Electrical Resistance of Resilient Flooring

ASTM F970 - Static Load Limit of Resilient Flooring

ASTM E648 - Critical Radiant Flux (Class | Fire Rating)

ASTM E662 - Smoke Density (<450)

Conductive Connected Grounded

©2026 SelecTech, Inc. All Rights Reserved.www.StaticStop.com



GroundFloor ESD™ PLUS

Conductive Connected Grounded

GroundFloor ESD™ PLUS glue down ESD vinyl tile and sheet provide lasting

ESD protection with lifetime electrical properties.

GroundFloor ESD™ PLUS glue-down vinyl comes in 4 stock colors and in tile or sheet formats to suit your needs.

Blizzard Apollo Oasis Asteroid

GroundFloor ESD™ PLUS provides lasting ESD protection like our Classic version, but in a 

greater variety of attractive color options. In addition, GroundFloor ESD™ PLUS is available in a 

sheet format, where a seamless floor option is required. GroundFloor ESD™ PLUS has an 

advanced top surface construction with a tighter polymer structure that makes it easier to clean.

GroundFloor ESD™ PLUS is constructed with conductive chips that provide "top to bottom" as well as 

groundplane connection throughout. This construction provides permanent and guaranteed lifetime 

conductivity. No topical coatings are required to guarantee ongoing electrical performance. Four stock 

colors are available with a large range of color options for custom order. Tiles are available in 18.5" x 18.5" 

x 2mm size. Roll size is 2m x 20m x 2mm. Color matched welding rods are available.

These direct glue-down options are a perfect alternative 

to our FreeStyle ESD™ interlocking floor when installing 

in open spaces, where downtime isn't a concern or 

where a seamless floor is required and where subfloors 

are ready to accept glue-down flooring.

For areas that do have subfloor problems, such as high 

moisture, or where downtime will be overly disruptive to 

your operations, our FreeStyle ESD™ and SelecTile

ESD™ interlocking tiles are a great alternative.

©2026 SelecTech, Inc. All Rights Reserved.www.StaticStop.com



Conductive Connected Grounded

Limited 10-Year Warranty

All GroundFloor ESD™ PLUS tiles are backed by a lifetime electrical 
warranty and a 10-year limited wear warranty. See our Manufacturer’s 
Limited Warranty for StaticStop ESD Tile for more details.

Installation
For glue-down installations of all GroundFloor ESD™ PLUS products, 

the subfloor surface must be properly prepared and free of moisture, 

dirt, oils, and other foreign materials to ensure a reliable bond with 

the adhesive. Copper grounding strip required for every 1,000 square 

feet. For detailed installation instructions for each product line visit 

www.StaticStop.com to view and download applicable documents.

Regular Maintenance
GroundFloor ESD™ PLUS products are easy to maintain. Like all vinyl 
ESD floor products, a regular maintenance program is required to 
maintain the aesthetics and ESD performance. For detailed 

maintenance instructions for each product line visit 

www.StaticStop.com to view and download applicable documents.

Architectural Specifications
All floors shown in the Finish Schedule or listed in this specification 

shall be GroundFloor ESD™ PLUS Resilient Flooring, manufactured by 

SelecTech, Inc. Avon, MA. The product should comply with ANSI ESD 

S 20.20 and have an electrical resistance of between 2.5 x 104 to 1 x 
106 Ohms for conductive flooring applications and 1 x 106 to 1 x 109

Ohms for static dissipative applications as measured pursuant to 
ANSI/ESD 7.1. This product shall offer a lifetime electrical, and 10-year 
limited wear warranty as detailed in the GroundFloor ESD™ PLUS 
Warranty document. Installation shall be as recommended in the 
applicable GroundFloor ESD™ PLUS Installation Guide.

GroundFloor ESD™ PLUS glue-down vinyl flooring complies with 

the requirements of ESD S 20.20

GroundFloor ESD™ PLUS tiles and sheet have "built in" ESD 

control and comply with the requirements of ESD S 20.20

Chemical Resistance

GroundFloor ESD™ PLUS has been tested for solvent/stain 

resistance per ASTM F-925-96 against a number of fluids, such 

as oils, acids, solvents, and staining agents.

Walking voltage results based on third-party certified laboratory 

testing. Results will vary depending on site conditions and 

footwear used. No ESD floor product will perform as designed 

without appropriate conductive footwear.

GroundFloor ESD™ PLUS
PHYSICAL PROPERTIES

FORMAT TILE

Dimensions

Weight

Reference Specification ASTM E-648

Critical Radiant Flux ASTM-648

Smoke Density E-662

18.5” x 18.5” x 2mm

1.2 lbs

Conforms

Class I Fire Rating

<450

ROLL

2M x 20M x 2mm

300 lbs

Conforms

Class I Fire Rating

<450

ELECTRICAL PROPERTIES

Resistance, Ohm per ESD STM 7.2

Walking Voltage, Volts per ESD STM 97.2

2.5 x 104 to <1 x 106

< 50 Volts

2.5 x 104 to <1 x 106

< 50 Volts

©2026 SelecTech, Inc. All Rights Reserved.www.StaticStop.com



RECOMMENDED FOR

Electronics manufacturing areas 
Sensitive product storage areas 
Transport aisles
Shipping and receiving areas 
Aircraft hangars
Explosives areas

POLYSTYLE ESD
S T A T I C S T O P ' S  P R E M I U M  I N D U S T R I A L  E S D  P O L Y M E R  F L O O R I N G  S Y S T E M

Available in a Variety of Colors

RELIABLE ESD
PROTECTION

PolyStyle ESD   is a multi-layer flooring system consisting of

a primer/barrier coat, a conductive ground-plane coat, and

a highly durable polyurethane ESD/color coat. This three-

part system provides a highly reliable ESD floor system that

ensures compliance with strict ESD standards like ANSI/ESD

S20.20, with consistent system resistance and low body

voltage generation.

Designed for industrial and production areas,
warehouses, and high-traffic aisles.

KEY BENEFITS

Most consistent ESD properties on the
market with state-of-the-art ESD
additives guaranteed to disperse evenly
Polyurethane top coat provides
exceptional durability, toughness, and
scratch resistance
Withstands high-moisture concrete
Excellent stain resistance
High point load resistance
Easy installation

StaticStop - a division of SelecTech Inc. 33 Wales Ave, Suite F, Avon, MA 02322   www.staticstop.com

Beige              Off-White White           Medium Grey        Light Grey

Dark Grey          ADA Blue            Safety Red       Hunter Green     Safety Yellow

TM

TM



RELIABLE ESD PROTECTION
Available in 4 configurations:

PolyStyle  Dissipative 

 PolyStyle  Poly TopCoat 

 N/A 

 PolyStyle   Barrier Coat 

 N/A 

 20 mil

PolyStyle Dissipative  High Build 

 PolyStyle  Poly TopCoat 

 N/A 

 PolyStyle  Barrier Coat 

 PolyStyle Ureplane  Polymer Concrete Leveler 

 1/8", 3/16", or 1/4"

PolyStyle  Conductive 

 PolyStyle Poly   TopCoat 
 PolyStyle   ElectraCoat 

 PolyStyle   Barrier Coat 

 N/A 

 26 mil

PolyStyle Conductive   High Build 

 PolyStyle Poly   TopCoat 
 PolyStyle  ElectraCoat 

 N/A 

 PolyStyle Ureplane  Polymer Concrete Leveler 

 1/8", 3/16", or 1/4"

SIMPLE INSTALLATION
& MAINTENANCE
No wax required

Each resinous system is easy to install and easy to clean -

essential in static-sensitive spaces where dust and debris 

cannot be tolerated. For general cleaning, use a pH-neutral 

product. The durable polyurethane ESD top layer contains 

state-of-the-art conductive additives that last the life of the 

floor and never need wax to rejuvenate the finish or the 

ESD properties. 

StaticStop - a division of SelecTech Inc. 33 Wales Ave, Suite F, Avon, MA 02322   www.staticstop.com

PolyStyle ESD must be applied by an authorized StaticStop Installer and is only sold as a turn-key, 

installed system. Concrete should be tested for moisture emissions prior to installation. Surface should be 

shot blast or ground to provide an ICRI profile of CSP 3 or greater and all dust must be removed. 

Poly TopCoat

ElectraCoat

PolyStyle Barrier Coat

OR

PolyStyle UrePlane Polymer

Concrete Leveler

Top Coat

Conductive Layer

Barrier Coat

High Build 
Base Coat

Total Thickness



POLYSTYLE
ESD PROJECTS

From airplane hangars and explosives areas, to sensitive 
product storage and transport aisles, PolyStyle ESD is an easy 
and reliable solution that goes down quickly and ensures total 
ESD protection.

Take a look at how large manufacturing companies are using 
PolyStyle ESD to protect their vulnerable environments.

StaticStop - a division of SelecTech Inc. 33 Wales Ave, Suite F, Avon, MA 02322   www.staticstop.com



PROPERTIES
Electrical Properties

StaticStop - a division of SelecTech Inc. 33 Wales Ave, Suite F, Avon, MA 02322   www.staticstop.com

Resistance per 
ANSI/ESD 7.1

2.5x10  to 
<1.0x10  Ohms

Body Voltage per 
ANSI/ESD 97.2

<50 volts

ANSI/ESD S20.20 Complies

Physical Properties

Chemical Resistance
ASTM D 1308, 24 Hour

Urine No Effect
Blood No Effect
Whiskey No Effect
Black Ink No Effect
Brake Fluid No Effect
Gasoline No Effect
Skydrol 500B-4 No Effect
Hydraulic Fluid 83282 No Effect
Mineral Spirits No Effect
Xylene No Effect
MEK Softened
50% Sodium Hydroxide
Solution No Effect
25% Hydrochloric Acid No Effect
25% Sulfuric Acid No Effect
25% Acetic Acid No Effect
25% Nitric Acid Blistered

CONDUCTIVE DISSIPATIVE
1.0x10  to
<1.0x10  Ohms

<100 volts

Complies

4

6

6

9

Abraision Resistance per ASTM D4060
Poly TopCoat: 7mg

Impact Resistance per ASTM D2794
Ureplane Polymer Concrete Leveler: 160 in-lbs.
Barrier Coat: 120 in-lbs.

Hardness (Konig) per ASTM D4366
Poly TopCoat: 150

Adhesion Strength per ASTM D4541
Barrier Coat: 400psi, concrete failure
Ureplane Polymer Concrete Leveler: >500 psi, concrete
failure

LEED v4: Low Emitting Materials
Complies, CDPH/EHLB Std Method V1.2

Maximum Moisture Levels for Concrete Substrate
Moisture Vapor Emission Rate per ASTM F1869: <25 lbs.
Relative Humidity per ASTM F2170: <99%

Coefficient of Friction - Dry per ASTM D2047
Poly TopCoat with Anti-Slip: 0.7

Coefficient of Friction - Wet per ASTM D2047
Poly TopCoat with Anti-Slip: 0.6



Durable, Easy-to-Apply ESD Epoxy Floor Finish 
 

 

TM

EOS ES
D

EMI

approved rat
ed

Conductive  Connected  Grounded

EpoxyStyle™ ESD is a Tough, 2-Part Epoxy Floor Finish For 

Industrial Environments Requiring ESD Protection

EpoxyStyle™ ESD is easy to apply using standard 

rollers. It applies in 2-3 coats and can be used for light 
traffic within 12 hours of application. Coverage is 450 
to 600 square feet per gallon. EpoxyStyle™ ESD 

provides a uniform, matte finish. The final gloss can be 
enhanced by finishing with our DuraShieldTM  ESD finish.

EpoxyStyleTM ESD Is Recommended For The 

Following Areas:

Electronics Manufacturing Areas
Sensitive Product Storage Areas
Transport Aisles
Shipping and Receiving Areas
Test Areas
Server Rooms/Data Closets
Test Labs

EpoxyStyle™ ESD is a Water-Based, 2-Part 
Epoxy-Acrylate Finish designed for industrial areas such 
as shipping and receiving areas, warehouses, high-traffic 
aisles, and production floors. It is a great alternative to 
our interlocking and glue-down flooring, a perfect 
solution for your other open area environments where 
downtime is not critical and the subfloor is in good 
enough of a condition to accept a finish.

Key Benefits Include:

Low-Cost Finish for Areas Requiring Guaranteed   
Static Protection
< 1 Meg-Ohm Resistance; <25 Volt Generation
Install Over Old VCT and Concrete
Excellent Adhesion Characteristics
Easy Application
Low Odor
Excellent Chemical and Abrasion Resistance
Superior Toughness and Durability

BeigeCharcoal Pewter Blue

EpoxyStyle ESDTM with DuraGuard ESDTM Finish

©2026 SelecTech, Inc. All Rights Reserved.www.StaticStop.com
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Conductive  Connected  Grounded

Gloss Satin/Matte Finish

35 + 1%

pH

Weight/Gallon

Flash Point

9.1 lbs

6+0.5

>212° F

         Resistivity
ASTM D257

Medium & Light Gray

@ 40% Relative Humidity

Meets ESD S20.20

<106 Ohms

Beige
<109 Ohms

Static Decay Time
FTMS 101B Method 404 0.1 Second

Static Generation

Static Load

ESD STM 97.2

DIN 16961.2

Abrasion Resistance
ASTM D-1044

@ 450 ft2/gallon

Slip Resistance

ASTM F-609

Freeze/Thaw Stability

Drying Time

Gallon Coverage

Film Thickness

VOC Content

Complies with Ozone Transport Commission and CA VOC regulations.

SC-10-F Wheel

550g wt, 10,000 cycles

1.6% gauge loss

Post-Industrial Materials 

>2500 psi

0.5 minimum

Do Not Freeze

450-600 ft2

3 mil wet; 1.1 mil dry

<350 grams/liter

Dry To Touch 5-7 Hours
Open to Traffic 10-12 Hours

Product Specifications

Nonvolatile Solids

Viscosity 400-600 CPS

Health 1

0

Personal Protection B

ESD STM 97.2

Safety Information

Flammability

Reactivity 0

5-Gallon kit includes 5-gallon bucket and 2 pints of catalyst. 

Each 5-Gallon kit covers up to 2,250 to 3,000 square feet per coat. 

A minimum of two coats is recommended.

©2026 SelecTech, Inc. All Rights Reserved.www.StaticStop.com

WARNING: Combustible. Harmful if Swallowed. Contains 2-Butoxyethanol 
CAS# 111-76-2, Acetone CAS# 67-64-1, and Glycol Ether EP CAS# 
2807-30-9. Provide adequate ventilation. Prolonged exposure may cause 
dizziness. If dizziness occurs, seek fresh air. Use respiration equipment if 
needed.

If ingested, induce vomiting with oil of ipecac. For contact with skin or 
eyes, flush with plenty of water and consult with a physician. 

For detailed information, consult MSDS sheet. 
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*Ecoworx is a registered trademark of Shaw, a

Berkshire Hathaway Company.

**This information is accurate and current but 

may be subject to change without notice.

ESD S20.20 Compliant

©2026 SelecTech, Inc. All Rights Reserved.www.StaticStop.com



LowVoltTM Rubber Provides a high level of protection against the damage of electrostatic build up and 
electrostatic discharge (ESD) in environments where the attention to this problem is of primary importance.

High Performance PVC-Free ESD Rubber Flooring

 
 

 
 

 

 
 

 

 
 

• Electronic manufacturing plants
• Test labs
• Data processing areas
• Control rooms
• Communication centers
• Electronic diagnostic units in hospitals

• Complies with ESD S20.20
• LIFETIME DISSIPATION WARRANTY
• Very resilient for anti-fatigue
• Easy to maintain (conductive wax not necessary)
• Very high abrasion resistance
• Sound absorbent and slip resistant
• Resistant to oils, grease, and chemicals

TM

EOS ES
D

EMI

approved rat
ed

Conductive  Connected  Grounded

Platinum Pewter

Gallium
Cobalt

LowVoltTM Rubber

Applications Include: 

2 mm Options 3.5 mm Options

ROLLS 1.9 x 10m

61 x 61 cm

100 x 100 cm2.0 mm

3.5 mm

TILE

TILE

©2026 SelecTech, Inc. All Rights Reserved.www.StaticStop.com



 

 

 
 

 

 

Warranty

LowVoltTM Rubber is manufactured to provide a durable and long-lasting floor 

under a range of temperature and exposure conditions and is backed by a 

10-Year limited warranty against wear. Ask your LowVoltTM Rubber dealer for 

more details on this Limited 10-Year Warranty.

Installation

The subfloor must be flat level, smooth, rigid, indeformable, thoroughly 

dry as well as damp-proof and must offer good support. It must be clean 

and free of any foreign material. These subfloor characteristics must be 

permanent. Before installing the products, the subfloor must be checked 

to detect moisture using an adequate moisture test. Installation must be 

carried out by skilled labor. To assure color uniformity, all tiles and rolls 

should hav e the same batch number as indicated on the packaging. 

Always dry lay the tiles and rolls prior to cutting and adhering them to 

detect for any defect in the product and/or in the installation. Always use 

Portland cement based patching/leveling compounds (never use gypsum 

based compounds). Remove any dirt and/or foreign material from 

subfloor which may reduce the adhesion. Our adhesives or other 

approved adhesives should be used for the installation. Rubber flooring 

and subfloor must have the same temperature, never below 15° C. Light 

foot traffic is allowed 24 hours after installation. Do not perform any 

cleaning on the floor within the first 24 hours of installation. Spills of 

adhesive must be removed immediately, prior to the curing of adhesive.

Regular Maintenance 

LowVoltTM Rubber is easy to clean and maintain. The flooring should be 

cleaned with an ESD cleaner such as Protect Ohm. The flooring can be 

cleaned by hand using a mop or sponge. A power scrubber or buffer can also 

be used to clean particularly tough stains and soiling. As for any other floor 

covering, for longevity, good appearance, and easy maintenance, rubber 

flooring should be cleaned and maintained periodically. The frequency with 

which the maintenance operations should be carried out depends on the 

amount of traffic. Please refer to our Technical Manual for specific 

information.

Composition

LowVoltTM Rubber Flooring Products are made of 100% synthetic 

virgin rubber (SBR - Styrene Butadiene Rubber), the finest 

quality materials, organic stabilizing agents, vulcanizing agents, 

antioxidants and quality pigments. They do not contain re-ground 

rubber, coarse mineral aggregates, sand or any fiber or material 

known to pose health hazards in any of the phases of 

manufacturing and use cycle.

For more information contact:

StaticStop (a division of SelecTech, Inc.)

33 Wales Ave, Unit F, Avon, MA. 02322

Phone: (877) 738-4537

E-mail: info@staticstop.com

Visit our ESD website at www.StaticStop.com

TM

EOS ESD

EMI

approved rated

Conductive  Connected  Grounded

California Air 

Quality Standard 
1350 Compliance 

VOC’s Emission/
ppm

Halogen Free Yes

Asbestos Free Yes

PVC Free Yes

Formaldehyde Free Yes

Heavy Metals Free Yes

Very Low VOC’s Yes

DOP’s Free Yes

Flammability ASTM E-648 >0.50 • Class 1 watts/cm 2

Fire Behavior DIN 4102 B1 Rating

Smoke Density ASTM E-662 <450 DMC

Toxicity of Smoke BSS 7239 Compliance ppm

Slip Resistant ASTM D-2047 > 0.6 Coefficient

Hardness
ASTM D-2240 85 (plus or 

minus 5) 
Shore A

ISO 7619

Dimension 
Stability

DIN 51962 Plus or minus 
0.3

%

ASTM D-1204

Residual 
Indentation 

ASTM F-36 <0.15 mm

Abrasion
Resistance 

 DIN 53516
< 180 mm3

ISO 4649

A   20 mm< 0.5ASTM D-3309 
(Taber Test)

Flexibility EN 435 No Fissuring Complies

Water 
Retention

ASTM D-471   <  1% 
(nonpourous)

%
DIN 535476

Color Stability 
(Xenotest) (to 
artificial light)

ASTM 2526 >  #6
Blue Scale

Degree
DIN 53389

Resistance to 
Chemicals

DIN 51958 Good Refer to Chart

Cigarette Burn 
Resistance

DIN 51961 Yes
Visual 

Judgement

Acoustical 

Insulation 

(Noise Reduction 

to Treading)

DIN 52210 8-18 dB Decibles

Static Generation 

(from treading)
DIN 54345 <       2.0 

(antistatic)
kV

Decay Time
NFPA 99

<0.2 sec.
EN 100015

Resistance Point

to Point

EN 100015-1

10 6 - 10 9 (olms)

NFPA 99

ESD 20.20

Resistance to 

Ground

EN 100015-1

NFPA 99

ESD 20.20
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Properties

LIMITED WEAR 

WARRANTY: 10 YR

Standard of 
Reference

Results
Units of Measure 
& Requirements

SUMMARY (FLOORING PRODUCTS)

 0

no noticeable

variation
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Your ESD flooring is not just any flooring product, but a functioning, technical component of your static-sensitive work environment. Using the wrong 

maintenance products on your floor can render it ineffective. Protect your investment by using StaticStop’s ESD Maintenance Products, designed specifically 

for ESD flooring.

ProtectOhm ESDTM Floor Cleaner
�e¶t for Routine 
leaning
When cleaning your ESD flooring, it is critical to leave no residue behind that will reduce its conductive performance. Conventional floor detergents were not 
designed for ESD flooring and can leave such residues to render an ESD floor ineffective. ProtectOhm ESDTM is a floor cleaner specifically designed as a low-
residue detergent that will get your floor clean with minimal residue. Better still, ProtectOhm ESDTM has a built-in conductive additive that will combine with the 
conductive elements in your floor to enhance its performance. ProtectOhm ESDTM can be used on both ESD hard-surface as well as ESD carpet flooring products 
and is the one-stop solution to all of your ESD floor cleaning requirements. Environmentally safe, it is non-corrosive, nonflammable, and biodegradable.

GeoClean Floor Cleaner
�e¶t for Deep 
leaning
GeoClean is a concentrated, environmentally friendly cleaner and degreaser specifically formulated for ESD flooring that requires more than routine cleaning. 
Designed to tackle stubborn dirt, grease, and heavy buildup, it provides powerful cleaning action while remaining safe for users and the environment. GeoClean 
contains no ingredients currently listed on any state or federal hazardous chemical lists, is phosphate-free, and biodegradable. Its moderate foaming action helps 
loosen and suspend soils for effective removal, making it ideal for use with auto-scrubbers, mop-on applications, and spray cleaning systems.

DuraCare ESDTM Floor Finish
�e¶t for 
onÇentional ESD [inyl Tile Fini¶�
Conventional and older generation homogeneous vinyl ESD floor tiles have a relatively soft make-up and can be scratched and scuffed if subjected to high-traffic 
and black shoe soles. DuraCare ESDTM is a static dissipative zinc free floor finish that will convert non-ESD flooring to an ESD protective floor. DuraCare ESDTM 
floor finish will also protect and maintain ESD permanent flooring such as vinyl composition tiles, sheet vinyl and rubber tiles. DuraCare ESDTM is made with low 
volatile solvents in order to meet the requirements of CARB and other regional VOC regulations. DuraCare ESDTM is free of zinc, VOCs, APEs, and other hazardous 
ingredients. 

DuraGuard ESDTM Floor Finish
�e¶t for EpoÍy Floor Fini¶�
DuraGuard ESDTM is a multi-surface, sealer/finish with inherent static dissipating properties specifically formulated for application in areas where positive 
elimination of static electricity is required.  It is designed for use as a clear coating for hard surfaces such as coated or bare concrete and on standard or 
conductive vinyl tile surfaces alone or as a base coat for DuraGuard ESD finish. DuraGuard's unique static dissipating ingredient is actively linked to the chemical 
structure of the polymer system controlling washout or leaching of the static dissipating properties.  Easy maintenance, good gloss, and durability are additional 
assets of this high-tech anti-static sealer/finish.

CleanStrip ESDTM High Performance Floor Stripper
�e¶t for RemoÇing Old ESD Floor Fini¶�e¶
Residues from detergents, dirt, and floor finishes can quickly reduce the performance of any ESD Flooring. CleanStrip ESDTM is designed to effectively dissolve and 
remove these residues to keep your floor performing at its peak. It is formulated from top quality water-miscible solvents and contains less than 1% solids at 
concentration, so it leaves no residue. Old build-up can be easily removed using CleanStrip ESDTM and an auto-scrubber with a standard stripping pad.

Conductive Connected Grounded

Maintenance Products



Product Best For Description
Dilution
Range

Estimated
Use

Packaging 
Options

Coverage
(sq. ft.)

ProtectOhm ESD™ 
Floor Cleaner Routine Cleaning

Low-residue floor cleaner specifically 
designed for ESD flooring. Contains a 

conductive additive that helps maintain 
and enhance floor performance while 

removing dirt and contaminants. Safe for 
both hard-surface ESD flooring and ESD 

carpet. Non-corrosive, nonflammable, and 
biodegradable.

6–8 oz per 
gallon of water 
(1:16)

Damp Mopping: 1 
gallon diluted 
solution per 1,000 
sq. ft.

1 Quart
1 Gallon
5 Gallon Pail
55 Gallon Drum

1 Quart: 4,000
1 Gallon: 16,000
5 Gallon: 80,000
55 Gallon: 880,000

GeoClean
Floor Cleaner Deep Cleaning

Concentrated cleaner and degreaser 
formulated for ESD flooring requiring more 
than routine cleaning. Removes stubborn 

dirt, grease, and heavy buildup while 
remaining environmentally friendly. 
Phosphate-free, biodegradable, and 

contains no ingredients currently listed on 
state or federal hazardous chemical lists.

Varies based on 
application and 
soil conditions

Ideal for
auto-scrubbers,
mop-on applications, 
and spray cleaning 
systems.

1 Gallon 
5 Gallon 1 Gallon: 9,000

DuraCare ESD™
Floor Finish

Conventional 
ESD Vinyl Tile 

Finish

Static dissipative, zinc-free floor finish 
designed for conventional and older-

generation homogeneous vinyl ESD floor 
tiles. Helps protect flooring from scratches 

and scuffs while maintaining ESD 
performance. Can also convert non-ESD 

flooring into an ESD-protective surface. Free 
of zinc, VOCs, APEs, and other hazardous 

ingredients.

4oz/1 gallon 
warm water

1 gallon covers 
approximately 
1,750 sq. ft.
per coat

1 Gallon
5 Gallon Pail
55 Gallon Drum

1 Gallon: 1,750
5 Gallon: 8,750
55 Gallon: 96,250

DuraGuard ESD™
Floor Finish 

Epoxy
Floor Finish

Multi-surface sealer/finish with inherent 
static dissipative properties. Designed 
for coated or bare concrete, standard 

vinyl tile, and conductive vinyl tile 
surfaces. Provides excellent durability, 
gloss retention, easy maintenance, and 
long-term static control performance.

None
1 gallon covers 
approximately 
1,750 sq. ft.
per coat

1 Quart
1 Gallon
5 Gallon Pail
55 Gallon Drum

1 Quart: 450
1 Gallon: 1,750
5 Gallon: 8,750
55 Gallon: 96,250

CleanStrip ESD™ 
High Performance 

Floor Stripper

High-performance stripper formulated to 
dissolve and remove detergent residues, 
dirt, and old floor finishes that can reduce 
ESD floor performance. Contains less than 
1% solids at concentration, leaving virtually 
no residue after use. Ideal for use with an 
auto-scrubber and standard stripping pad.

6–8 oz per 
gallon of water 
(1:16)

1 gallon diluted 
solution per 300
sq. ft.

1 Quart
1 Gallon
5 Gallon Pail
55 Gallon Drum

1 Quart: 1,500
1 Gallon: 6,000
5 Gallon: 24,000
55 Gallon: 264,000

CLEANING AND MAINTENANCE GUIDELINES FOR FREESTYLE FLOORING PRODUCTS

Conductive Connected Grounded

Maintenance Products
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Removing Old
ESD Floor 
Finishes



STATICSTOP · SELECTECH, INC.

Grounding Glue-Down ESD Flooring
Installation guide for grounding electrostatic discharge flooring using copper strip methods

■ For all methods: place copper strip in wet adhesive, apply a second coat of ESD conductive
adhesive over the strap, then install floor tile on top. Roll vinyl firmly using a 100 lb flooring
roller.

METHOD 1 — STEEL COLUMN ATTACHMENT

Grounding to Structural Steel Installation Instructions

StaticStop, a division of SelecTech, Inc. ' June 2026

1. Identify an approved structural steel column that can serve as the grounding
attachment point for the ESD flooring system.

2. Securely attach a copper grounding strip to the steel column using an approved
mechanical fastener or grounding connection method, ensuring a reliable
electrical connection.

3. Extend the copper strip from the steel column to the designated grounding
location within the flooring area.

4. Place the copper strip into the wet conductive adhesive prior to installing the
ESD flooring, ensuring continuous contact between the strip and the adhesive.

5. Install the ESD flooring over the conductive adhesive and embedded copper strip
in accordance with the flooring manufacturer's installation instructions.

6. After installation is complete, verify continuity between the ESD flooring system
and the structural steel grounding point before placing the floor into service.

ESD 
Flooring 

i 



METHOD 2  — WALL OUTLET TERMINATION

Grounding to Electrical Ground Point Installation Instructions

1. Place a 1- to 3-foot copper strip into the conductive adhesive before installing
the ESD flooring, with approximately half of the strip in the adhesive and other
half exposed and routed up the wall.

2. Install the ESD flooring over the conductive adhesive and embedded copper
strip.

3. Terminate the exposed end of the copper strip at an approved grounding
point, such as an electrical outlet ground, grounding bus bar, or common
grounding point.

4. Verify continuity between the flooring system and the grounding point per the
Acceptance Test Procedures of ANSI/ESD STM 7.1 before placing the floor
into service.



A complete line of ESD Static Control Flooring solutions for any static-sensitive area.
All products are ANSI ESD S20.20 compliant. Available in dissipative, conductive, and military grades. 
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Our team of experts has been involved with static control flooring since 1993 and has built a solid reputation within the 

Static Control Flooring Industry. StaticStop, headquartered in Massachusetts, is recognized by the A&D Community and 

Fortune 1000 companies as one of the leading ESD flooring manufacturers in the United States. Our diverse team includes 

scientists, engineers, sales professionals, marketers, business development specialists, manufacturing experts, finance 

professionals, shipping and warehouse staff, and customer service representatives who are all passionate about what we do and 

the customers we serve.

StaticStop manufactures the #1 rated ESD interlocking flooring product in the U.S. 

FreeStyle ESD™ is the first and only interlocking vinyl ESD floor tile made with recycled 

materials and patented hidden interlock technology, a breakthrough design that 

continues to lead the market in performance, durability, and innovation.

To learn more about our complete line of ESD flooring solutions and request free 

samples, contact our team of ESD Subject Matter Experts.

About StaticStop 
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StaticStop A division of SelecTech, Inc. 
33 Wales Ave, Unit F Avon, MA 02322 877-738-4537 | info@staticstop.com | www.StaticStop.com'SelecTech, Inc. All rights reserved.

THE STATIC CONTROL FLOORING EXPERTSTM

FreeStyle ESD Interlocking Tile
in a 35,000 sq. ft.

Electronics Assembly Operation
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